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FORM 1'/4" ¢ HOLES IN i NOTES

WEB WITH PIPE SLEEVE. ALL DIAPHRAGM MATERIAL NOT EMBEDDED IN THE CONCRETE GIRDER

9" X 6" X \/ZH
BENT STEEL PLATE

4

3V2\\ X 3\/2u X SAGH
PLATE WASHER, (TOP
AND BOTTOM BOLTS)

6" X 4" X Hg"
ANGLE

SHALL BE PAID FOR AT THE UNIT PRICE BID FOR "STEEL DIAPHRAGM,"
STRUCTURE, EACH.

EACH DIAPHRAGM BETWEEN GIRDERS SHALL CONSTITUTE ONE UNIT.

ALL DIAPHRAGM STRUCTURAL STEEL SHALL BE ASTM A709 GRADE
36. ALL BOLTS, NUTS AND WASHERS SHALL BE ASTM A325 TYPE L

THE MINIMUM DISTANCE BETWEEN
CENTERS OF FASTENERS FOR
SUPPORT & ANGLE CONNECTIONS
SHALL BE 3" AND THE MINIMUM
E:w/D OR EDGE DISTANCE SHALL BE
15"

ALL DIAPHRAGM STRUCTURAL STEEL SHOWN SHALL BE HOT-DIPPED
GALVANIZED. ALL BOLTS, NUTS AND WASHERS SHALL BE HOT-DIPPED
GALVANIZED IN ACCORDANCE WITH ASTM A153 CLASS C. GALVANIZED
NUTS SHALL BE TAPPED OVERSIZED IN ACCORDANCE WITH THE REQUIRE-
MENTS OF ASTM A563 AND SHALL MEET THE REQUIREMENTS OF
SUPPLEMENTARY REQUIREMENT S1 OF ASTM A563, LUBRICANT AND

TEST FOR COATED NUTS.

3\/2u X 3V2\\ X \/ZH
PLATE WASHER (TOP
AND BOTTOM BOLTS)

30X T Xyt
PLATE WASHER

(CENTER BOLTS)

FOR SPANS EQUAL TO OR LESS THAN 80'-0" PLACE ONE DIAPHRAGM

— 3K X T X Y
PLATE WASHER
(CENTER BOLTS)

AT MID-LENGTH OF GIRDER. FOR SPANS OVER 80'-0"
AND 2/3 POINTS.

PLACE AT 1/3

W\er /ﬁ

;3\/2u X 3V2\\ X \/ZH
PLATE WASHER (TOP
AND BOTTOM BOLTS)

o of Jo ¢

=== —|-

EXTERIOR GIRDER

QFFSET

DIM.

BOLT WITH TWO WASHERS, HEX NUT
AND /" FILL PLATE.

FORM 1!/4"  HOLES IN
WEB WITH PIPE SLEEVE.
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== ‘ L B " X 1'/5" SHORT SLOTTED HOLES
LONGITUDINALLY IN ANGLES FOR %" ¢

INTERIOR GIRDER
(FOR SKEWS < 10°)

A

WITH HEX NUT & TWO WASHERS.

€ GIRDERS

SECTION AT INTERIOR GIRDERS THRU
DIAPHRAGM DIAPHRAGM FOR SKEW ANGLES > 10°
‘ 7" ¢ ELECTROPLATED FERRULE
) LOOP INSERT (MEDIUM HIGH CARBON
‘ WIRE) OR APPROVED EQUAL.
- ‘ ) q
e DIAPHRAGM
GIRDER STIRRUPS
%4 TIE BARS X 3'-0" LONG
FASTEN TO GIRDER STIRRUPS.
‘
| ——C BOLT ANCHORAGE
6" " o x 2%" LONG
N N ELECTROPLATED CAP SCREW
2" e WITH ONE 35" x %" x "L"
OFFSET £z 9 X 6 X Uy PLATE WASHER AND ONE LOCK-
DIM. (TYP) g BENT STEEL PLATE WASHER. TORQUE TO 80 FT.- LBS.
€ GIRDERS .
~
BN SECT. A-A
’’’’’’’’ _ (FOR EXTERIOR ATTACHMENT)
° o
° o] 16" ¢ HOLES "L = 35" 3 TOP & BOTTOM BOLTS
: <— | — 9" X 6" X /5" BENT— “L" = 7" 3 CENTER BOLTS
/ B " X 37/5‘;/SLOTTED " STEEL PLATE
HOLE FOR %" ¢ BOLT. ~=
/ 2 REQURED. /“U | ad
b AA BOLT HOLES SHALL BE
—_—-— - — - - w|o% SPACED SO AS TO MISS
S|=t PRESTRESSED STRANDS
S IN CONCRETE BEAMS.
l 5 " X 2" SLOTTED TS
HOLE FOR %" ¢ BOLT. <
************ 2 REQUIRED. 4
INTERMEDIATE STEEL
DIAPHRAGM \n DIAPHRAGMS FOR 70" & T2W"
] PRESTRESSED GIRDERS

" ¢ HIGH STRENGTH BOLTS
WITH HEX. NUT & TWO WASHERS.

7g" ¢ HIGH-STRENGTH BOLTS
WITH HEX NUT & TWO WASHERS,
OVERSIZE 1" ¢ HOLES IN
THESE CONNECTIONS.

¢ HIGH STRENGTH BOLTS

2"
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STATE OF WISCONSIN
DEPARTMENT OF TRANSPORTATION

BEAM FACE DIAPHRAGM FACE STRUCTURES DEVELOPMENT SECTION
o [
PLAN FOR SKEW ANGLES ¢ 10 PLAN FOR SKEW ANGLES > 10 DIAPHRAGM SUPPORT , ——
APPROVED: 1/03
STANDARD 19.16



